MU = yes

PREFER_EMU = yes

DISABLE_CAM = yes

CAM_CASYS = 17

AU = no

SHOW_ALL_CA_SYSTEMS = no

OSD = none

DEBUG_ECM = yes

DEBUG_EMM = yes

DEBUG_CWS = yes

DEBUG_CAM = yes

DEBUG_CAM_HEX = no

SHOW_CW = no

SHOW_PAT = no

SHOW_PMT = no

SHOW_ECM = yes

SHOW_CAT = no

SHOW_EMM = yes

EMM_REPORT_WRONG_SIG = no

OSD_WAIT_TIME = 1000

DEFAULT_CW_DELAY = 500

RELOAD_CONFIG_ON_ZAP = yes

RELOAD_KEYLIST_ON_ZAP = yes

#CWS = uds 0 local local

#CWS = uds 1 local local

#CWS = uds 2 local local

#CWS = server_ip port login_name pass 14byte DES key same as in cardserver.cfg wan/lan server_name

#example:

CWS = xxxxxxxxxxx 35000 xxxxx  22 44 33 22 55 66 77 99 88 32 21 46 15 66 wan my_cardserver

CWS_CONNECT_TIMEOUT = 20

CWS_INCOMING_PORT = 12000

CWS_DEBUG_PORT = 12001

CWS_KEEPALIVE = yes

ADMIN_PASSWORD = test 00 00 00 00 00 00 00 00 00 00 00 00 00 00

