Cardserver.config:

DESKEY = 01 02 03 04 05 06 07 08 09 10 11 12 13 14

SERVER_NAME = cardserv

DEBUG_PORT = 14000

ENTITLEMENT_PORT = 14001

ADMIN_PORT = 14002

ADMIN_PASSWORD = secret 00 00 00 00 00 00 00 00 00 00 00 00 00 00

USER = local local lan 127.0.0.1 12000 au

#USER = spider spider lan 127.0.0.1 15003

DEBUG_INIT = no

DEBUG_NET = no

DEBUG_ECM = no

DEBUG_EMM = no

SERIAL_PORT = 0

TCP_PORT = 10000

#SERIAL_PORT = 1

#TCP_PORT = 10001

newcamd-betad.cfg

EMU = yes

PREFER_EMU = no

AU = yes

OSD_TIMEOUT = 0

OSD_WEB_LOGIN = root:dreambox

SHOW_ALL_CA_SYSTEMS = no

DEBUG_ECM = yes

DEBUG_EMM = no

DEBUG_CWS = yes

DEBUG_CAM = yes

SHOW_PAT = no

SHOW_PMT = no

SHOW_ECM = no

SHOW_CAT = no

SHOW_EMM = no

SHOW_CWS_ECM = no

SHOW_CWS_EMM = no

EMM_REPORT_WRONG_SIG = no

#

# newcamd optional settings

#

DEFAULT_CW_DELAY = 0

RELOAD_CONFIG_ON_ZAP = yes

RELOAD_KEYLIST_ON_ZAP = no

CA_INFO_FILE = /tmp/cainfo.txt

#

# newcamd mandatory settings for control word servers (cws)

#

CWS_MULTIPLE = 127.0.0.1 10000:10001 local local 01 02 03 04 05 06 07 08 09 10 11 12 13 14 lan cardserv

CWS = uds 0 local local

CWS = 127.0.0.1 10001 local local 01 02 03 04 05 06 07 08 09 10 11 12 13 14 lan cardserv

#

# newcamd optional settings for using control word servers (cws)

#

CWS_CONNECT_TIMEOUT = 20

CWS_INCOMING_PORT = 12000

CWS_DEBUG_PORT = 12001

CWS_KEEPALIVE = no

#

ADMIN_PASSWORD = test 00 00 00 00 00 00 00 00 00 00 00 00 00 00

Betad.cfg

SERIAL_PORT = 0

USER = local local

BOXID = 0000000000

