	Technomate TM-5500 DAPCI


	2x CI, Digital/Analog Tuner, Positioner


	Receiver Class / Receiver-Klasse:  CI, Digital/Analog
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Year of Production / Produktionsjahr: 
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2003

Size (W x H x D) / Grösse (B x H x T) 

. . . x . . x . . . mm

Weight / Gewicht (Netto): 
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0.0 kg

Channels / Kanalspeicherplätze: 
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1
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Specification
· One of the Fastest Satellite Receiver Ever 

· 2 Common Interface Slots (2CI) 

· Analogue + Digital + Built-in Positoner 

· Less than 1 Second channel change 

· 131 Satellites and 5,000 channel memory capacity 

· Tunes 1442 channels in less than 3 minutes 

· 65mb sd ram total memory 

· Extra 2MB Buffer Memory (Increases Tuning and Channel Change Speed) 

· Normal 36 volts 4 cables and DiSEqC 1 cable positioner 

· Incline and decline orbit positioner 

· Two positioners- one by 36volt to drive east and west; the other positioner to move the dish (incline and decline) by DiSEqC 1.2 

· 1 Motorised + 3 Fixed Dish LNB Input 

· Mechanical 3 cable polariser 

· Ferrite magnetic 2 cable polariser 

· 0/12 switching 

· Optical 5 wire motor positioner 

· Full C & ku band function with one cable connection 

· Automatic motor limit setting function 

· Positioner per channel memory- Mainly used for very poor signals 

· More Than 3500 Channels + 20 Satellites Fully Tuned 

· Fully DVB compliant 

· DiSEqC Indicator 

· Motorised Satellite Tracking System with Moving Display (works similar to 36 volt positioner) 

· Full Navigation + Auto Finding + Auto Tuning 

· Super Sensitive tuner for very weak signals 

· 360 mm Large chassis to reduce heat 

· On Screen DiSEqC and USALS positioner display- moves dish incase of rain and bad weather 

· Auto satellite finder just turn usals on select example hotbird and will find it instantly 

· High quality video and sound by MPEG-2 standard 

· Easy-to-use menu system with comments for guide 

· Channel deleting, moving and sorting functions 

· Automatic digital Satellite signal detecting Function 

· Separate automatic search for newly added transponders and channels 

· Multiple switch types, LNB types, and NTSC/PAL Monitor types 

· Manual editing function of Transponder Information 

· Support PAL/NTSC system 

· Parent control function 

· Last channel auto-saving and recall function 

· Satellite name-change function 

· Hi-speed software upgrade through RS-232(NULL Modem) 

· Receiver-to-receiver data transfer via RS232 

· PLL type RF-Modulator (Ch. 21- 69) and UHF tuning function 

· Favourite Channel function 

· Antenna-positioning-help function 

· Timer function 

· Real Time Clock 

· Multi-Language OSD 

· Delete Function subtitle supported by osd & vbi 

· Teletext Function 

· 8 Favourite Channel grouping and sorting function 

· Automatic FEC and PID detection and manual entry of PID value 

· Pause function (for PC printing) 

· Loop through tuner and satellite 

Advanced Specification

System Capabilities
Fully DVB compliant

Channel Capacity 
Digital Max 5000CH

Demodulator
Type: QPSK & FEC or DVB pr ETS 300 421
Symbol Rate: 2-45 Msps
SCPC & MCPC: Capable

Video Processing
MPEG-2 Main Profile @ Main Level
Video & System Memory: 64Mbits of SDRAM
Data Rate: Upto 15Mbits/s
Video Output: NTSC/PAL (Auto)
Pixel: 720x480 @ 30fps & 720x576 @ 25fps 
Video Format: 4:3 & 16:9

Audio Processing
MPEG-2 Layer I and II
Mono, Stereo Channel, Dual Mono

TV Scart
RGB, CVBS, Audio L/R

VCR Scart
CVBS, Audio L/R

LNB & Tuner Input
Input Frequency: 950 to 2150 MHz
LNB Supply: 13/18V, Max. 400mA
Band Switch Control: 22KHz
DiSEqC: 1.0 & 1.2 Compatible
Connector: 2x F-Type & 3/8-32UNEF-2A

Data Service Port
Connector: 9-Pin D-Sub
Data Protocol: RS232C
Data Rate: 19,200 Bit/s
On Screen Display

On Screen Display
256 Color per Display
Bit-mapped Type
720x576 Pixels

Remote Control
Operating Distance: Upto 10M
Batteries: 2x 1.5V (AAA Type)

Power Supply
Type: Switching Mode
Input Voltage: 95-265V AC, 50-60Hz
Nominal Power Consumption: 25W, 140W (Positioner)

Connector Summary
1x LNB Input (F-Type)
1x IF Output (F-Type)
2x Scart (TV/VCR)
1x 0/12 Volt (RCA)
1x Video Output (RCA)
2x Audio L/R (RCA)
1x RS-232 (9-pin D-sub Female)
1x RF-Modulator TV Output
1x RF-Modulator Antenna Input
1x Push Terminal (Skew)
1x Push Terminal (Positioner)

Dimensions (W x D x H)
370 x 273 x 60mm

Weight
3.2Kg 


	


