How to configure the CCCAM/NEWCAMD In menu
1. At the full screen video status as below, press Blue key to call CCCAM configure menu.
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The cam configure menu will show as below:
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2. Press [UP][Down] key to move the highlight of menu. 
Q5 supports connect to 4 servers at the same time. So in this menu user can setup configuration of each server. 
Press [Up][Down] key to move highlight to “Select Server”, then press [LEFT][RIGHT] to change the server that need to configure.
3. To change “Server Address” or “User Name” or “Password”, press [UP][Down] key to move highlight to it, and then press [OK] key to show the edit menu as below:
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In this menu, press [Red] key to delete one character, and press [Blue] key to delete all character. And after modify, user want to save the changed, then press [Green] Key to save. Or Press [Quit][Menu][Yellow] key to quit without save.
How to load CAM configuration files from USB.
1. Configuration file should be name with “.txt”, and the account format as below:
C:  serverAddress port username password
N:  serveraddress port username password DESKEY.
For example:
C:  www.CCCamSharing.com 15000 user password 
N:  www.NewCamdSharing.com 15001 user password 01 02 03 04 05 06 07 08 09 10 11 12 13 14
In configuration file, user can write 4 accounts.
2. Save the configuration file to USB storage. And insert the USB storage to receiver.
3. Go to the cam setting menu. Main menu->Ca Config-> Cam Setting. And select the configuration file. Then the cam setting will be load to receiver.
How to upgrade firmware 
There are several ways to upgrade firmware:
1. From boot
1). Copy the firmware to root directory of USB storage, and rename it to AppUpgrade.kzip.
2). Insert the USB storage to receiver.
3). Power off the receiver

4). Press OK button of front panel. Do not release the button, and then power on the receiver.
5). The LED of front panel will show “Boot”, then show “Load” then release the button. 
6). LED will digital from “00”to“98”, after that will show “Good”. That means upgrade successful.
2. From Menu load file from USB
1). Copy the firmware to USB storage.
2). Go to upgrade software menu: Main Menu->Settings->Upgrade SW.
3). Move highlight to Load from USB and press [OK] key to select the firmware.
3. From menu load file from server
1). Running a Q5_Tools.exe on PC as below:
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Click Open firmware to select firmware and then click Start button to start upgrade server.
2). Make sure the receiver is in the same LAN with the PC that running upgrades tool.
3). Go to menu Main Menu->Settings->Upgrade SW. 
4). Move highlight to Network Upgrade button and press [OK] key. Receiver will discovery the server that running upgrade tool and load the file from it.
How to load cables.xml
What is cables.xml? 
In Cables.xml user can configure the frequency list of provider. And receiver can used it to search the channels of provider.
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Go to provider search menu: Main Menu->Chan Scan->Provider Scan
There are two ways to upgrade cables.xml.
1. Used channel editor tools. 
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1). Fill in the STB IP address.
2). Click “Select File ” button beside “Upload provider Freq to STB” to select cables.xml.
3). Click “Upload provider Freq to STB”.
2. Upgrade From HTTP server.
1). Press yellow key to edit the cables.xml URL. Or Press [Red] key to load URL from USB. The file name should be *.txt.
2). Press Blue key to upgrade.
How to download channel information from receiver
1. Connect receiver with PC with Ethernet. Be sure the network communication between them  is ok.
2. Run Q5_CableChanEditor.exe on PC. And fill in the IP address of receiver. As below:
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User can get the IP address of receiver from network configure menu as picture below. Main Menu->Settings->Network Config.
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3.  Select a file that will save the channel information that download from receiver as below. 
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4. Click “Download Channel Database From Stb” button. If download success, then will show a dialog as below:
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How to edit channel information in channel editor
1. Click “Load Channel Info DB” button to select the file that save the channel information. 
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2. If file is a valid channel information file, then channel list will show as below:
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3. Move mouse to the channel that wants to edit, and double click it, will to edit this channel.
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In this menu, user can modify the channel name, service Id, transponder Id, frequency , Qam mode, symbol Rate… And can add channel to FAV list or remove from FAV list. After modified, click “Save Change” button to save change and quit channel edit menu.
How to add a channel in to channel information Database

1. Click “Add channel” to show channel edit channel. 
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2. Channel Edit is look as below:
[image: image15.png]=101x|

Name ]

ParentLock [Unl ock

Serviceld: [0

Audio Track [

Tansponderld: |3

Subtite [

OigmaNete 5

Descrambied [Nor

one g

I |

Proz 7 [Coimonn

Frequency [0

SynRate [0

Save Change

Quit Editor

FavList [or

OFav
OFav2

OFavs
Mraws

I 3 | [ R R

L





In this menu, user can fill in the information of channel. And click “Save Change” button to add the channel to database. Or Click “Quit Editor” button to cancel.
How to delete a channel from database
1. Move mouse to channel that wants to delete. And click “Right” button of mouse to show the menu as below:
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2. Click “Del Channel”, then will delete the channel from database.

How to resort channels 
1. Click “Resort channel” button:
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2. Click channel list to select the list that wants to resort the order.
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3. Select the channel, and Click “Move Up”, “Move Down” or “Move to” button to resort channel.
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4. Click “Save Change” button to save change. “Quit without Save” button or quit with any modify.
[image: image20.png]Save Change

Quit without Save




How to save the change to database file
After modify channel information. Click “Save Change to DB” button to save modify to database file.
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How to upload channel information database to Receiver
1. Fill in the IP address of receiver.
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2. Click “Select File” button that beside “Upload Channel Database to STB”to select channel information database file.
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3. Click “Upload Channel Database to STB” button to upload the channel information to receiver. If upload success, will show a dialog as below:
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4. Please restart the receiver to make the new channel information database work. Be sure don’t do any channel information modify include search channel before restart receiver. 
